
45ProtectÊ&ÊCubes

ProtectÊ&ÊCubes

InstallationÊInstructionsÊEUROFLEX¨ÊProtectÊ&ÊCubes

1.ÊWhenÊ installingÊ onÊ aÊ newlyÊ constructedÊ playground,
prepareÊtheÊsubstructureÊasÊdescribedÊabove.ÊWhenÊinstal-
lingÊonÊanÊexistingÊplayground,ÊlevelÊoutÊandÊcompactÊany
depressionsÊformedÊunderÊswings,Êseesaws,ÊendsÊofÊslidesÊetc.

2.ÊToÊcoverÊareasÊlargerÊthanÊ2Êslabs,ÊcombineÊEUROFLEX¨
ProtectÊslabsÊusingÊtheÊ3ÊconnectorsÊprovidedÊforÊeachÊslab.
UseÊ2ÊonÊeachÊjointÊperpendicularÊtoÊtheÊstressedÊdirection
andÊ1ÊonÊeachÊjointÊparallelÊtoÊtheÊstressedÊdirection.ÊBefore
joining,Ê applyÊ polyurethaneÊ adhesiveÊ cementÊ onÊ mating
surfaces.Ê PutÊ joinedÊ slabsÊ inÊ placeÊ onÊ theÊ preparedÊ sub-
structure.ÊTakeÊcareÊthatÊtheÊsubstructureÊisÊatÊtheÊcorrect
levelÊ(i.e.ÊlevelÊofÊsurroundingÊlawnÊminusÊthicknessÊofÊthe
installedÊslabs).

SeeÊglueingÊinstructionsÊforÊEUROFLEX¨ÊImpactÊProtection
SlabsÊ&ÊSportsÊPavementÊSlabsÊgivenÊonÊpageÊ41.

2 InstallationÊofÊSlabs

3 GlueingÊInstructions

TheÊsubstructureÊmustÊbeÊlevel.ÊTheÊslabsÊcanÊbeÊinstalled

directlyÊ overÊ firmlyÊ compactedÊ aggregateÊ substructures.
TakeÊcareÊthatÊtheÊsubstructureÊisÊatÊtheÊcorrectÊlevelÊ(i.e.
desiredÊ pavementÊ surfaceÊ levelÊ minusÊ thicknessÊ ofÊ the
installedÊslabs).ÊTheÊbestÊsubstructureÊisÊaÊlevelÊbedÊofÊstone
chippingsÊ(aggregateÊsize:Ê0Ê-Ê7Êmm)Êapprx.Ê3ÊcmÊthick.

1 Substructure

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

TheÊsubstructureÊmustÊbeÊfrost-stableÊandÊlevel.

1 Substructure

InstallÊEUROFLEX¨ÊcubeÊbyÊinsertingÊoptionalÊsteelÊmoun-
tingÊanchorÊintoÊaÊpreparedÊfreshÊconcreteÊbedÊ(gradeÊB15)
locatedÊoverÊaÊstable-bearingÊsubstructure.

2 Installation

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

verlegeanleitung_engfeb07.qxd  25.04.2007  13:32 Uhr  Seite 45



46

1.ÊTheÊ substructureÊ mustÊ beÊ frost-stableÊ andÊ level.Ê The

blocksÊ canÊ beÊ installedÊ directlyÊ overÊ firmlyÊ compacted,
stable-bearingÊsubstructures.

2.ÊIfÊ theÊ substructureÊ isÊ anÊ existingÊ pavedÊ surfaceÊ (e.g.
concreteÊorÊasphalt),ÊlevelÊoffÊanyÊunevenÊspotsÊ(e.g.Êusing
levellingÊmortar).

3.ÊIfÊtheÊsubstructureÊisÊnotÊwater-permeable,ÊprovideÊdrain
system.

1 Substructure

EUROFLEX¨Ê ModularÊ SandboxÊ EdgingÊ elementsÊ canÊ be

combinedÊtoÊformÊenclosuresÊofÊdesiredÊshapeÊandÊsizeÊby
easy-to-useÊconnectorÊpinsÊ(smallestÊpossibleÊenclosureÊis
aÊ4-elementÊsquare).ÊInÊfacilitiesÊwhichÊareÊaccessibleÊtoÊthe
public,ÊuseÊgroundÊanchorsÊinÊplaceÊofÊconnectorÊpinsÊto
preventÊunauthorizedÊremoval.ÊDependingÊonÊtheÊnature
ofÊtheÊsubstructureÊbedÊunderÊtheÊedgingÊelements,Êham-
merÊtheÊanchorsÊinÊorÊembedÊthemÊinÊconcrete.ÊTheÊground
anchorsÊshouldÊbeÊhammeredÊinÊorÊfixedÊ inÊtheÊconcrete
suchÊthatÊtheirÊupperÊedgeÊisÊ2ÊcmÊbelowÊtheÊupperÊedge
ofÊ theÊ sandboxÊ edgingÊ elementsÊ (toÊ preventÊ protruding
ends).ÊDoÊnotÊtryÊtoÊcutÊelementsÊasÊtheyÊcontainÊsteelÊrein-
forcingÊbars.

2 Installation

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight

exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

InstallationÊInstructionsÊEUROFLEX¨ÊModularÊSandboxÊEdging

ModularÊSandboxÊEdgingInstallationÊInstructions

InstallationÊInstructions ModularÊSandboxÊEdging
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Riding-ToyÊSlabs

InstallationÊInstructionsÊEUROFLEX¨ÊRiding-ToyÊSlabs

TheÊ substructureÊ mustÊ beÊ frost-stableÊ andÊ level.Ê Before

installingÊEUROFLEX¨ÊRiding-ToyÊSlabs,ÊremoveÊtheÊlawnÊor
topsoilÊwhereÊtheÊslabsÊwillÊbeÊlocatedÊandÊinstallÊtheÊsub-
structure.ÊTheÊbestÊsubstructureÊisÊaÊlevelÊbedÊofÊstoneÊchip-
pingsÊ(aggregateÊsize:Ê0Ê-Ê7Êmm)Êapprox.Ê3ÊcmÊthick.

1 Substructure

PlaceÊ theÊ riding-toyÊ slabsÊ inÊ positionÊ aroundÊ theÊ spring,

applyÊ dabsÊ ofÊ adhesiveÊ cementÊ toÊ matingÊ surfacesÊ and
connectÊthemÊusingÊtheÊconnectorÊpinsÊsuppliedÊwithÊthe
slabs.

2 Installation

SeeÊglueingÊinstructionsÊforÊEUROFLEX¨ÊImpactÊProtection
SlabsÊ&ÊSportsÊPavementÊSlabsÊgivenÊonÊpageÊ41.

3 GlueingÊInstructions

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.
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InstallationÊInstructionsÊEUROFLEX¨ÊMushrooms

1. UseÊinstallationÊbarÊtoÊscrewÊsocketÊintoÊground.
2. ContinueÊtoÊscrewÊinÊuntilÊtopÊedgeÊofÊsocketÊisÊat

groundÊlevel.
3. InsertÊreducingÊadapterÊintoÊsocket.
4. InsertÊmetalÊpipe.
5. FixÊinÊplaceÊbyÊtighteningÊscrew.

1 InstallationÊofÊSocket

1. UseÊadhesiveÊgunÊtoÊapplyÊ1-componentÊPUÊadhesive

cementÊ(e.g.ÊOttocollÊP83ÊandÊOttocollÊMÊ500)ÊtoÊpipe.
2. ApplyÊadhesiveÊcementÊtoÊrecessÊofÊstalk.
3. PlaceÊstalkÊoverÊpipe.
4. ApplyÊ1-componentÊPUÊadhesiveÊcementÊ(e.g.ÊOttocollÊ

P83ÊÊandÊOttocollÊMÊ500)ÊtoÊupperÊendÊofÊstalk.
5. PlaceÊcapÊoverÊstalk.
6. AllowÊatÊleastÊ24ÊhoursÊcuringÊtimeÊbeforeÊuse.

2 InstallationÊofÊMushrooms

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

MushroomsInstallationÊInstructions

InstallationÊInstructions Mushrooms
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InstallationÊInstructionsÊEUROFLEX¨ÊElephant/Rhino

1. InsertÊtheÊmountingÊtubesÊwhichÊareÊweldedÊintoÊa
metalÊplate,ÊthroughÊtheÊholdsÊprovidedÊinÊtheÊbase
plateÊ(animalÊbaseÊplate).

2. ApplyÊ1-componentÊpolyurethaneÊadhesiveÊcementÊto
theÊmountingÊtubes.

3. SlipÊtheÊElephant/RhinoÊoverÊtheÊmountingÊtubes;Êad-
hesiveÊcementÊwillÊdryÊovernight.ÊBaseÊenhancesÊtheÊri-
gidityÊofÊtheÊanimals.ÊWhenÊgluedÊinÊthisÊway,ÊtheÊunit
canÊonlyÊbeÊseparatedÊwithÊgreatÊeffortÊforÊsafetyÊreasons.

1 IndoorÊinstallation

1. UseÊtheÊcardboardÊtemplateÊprovidedÊtoÊscrewÊtheÊan-
chorÊfixingsÊintoÊtheÊgroundÊatÊtheÊrightÊintervals.

2. UseÊtheÊfixingÊscrewÊtoÊfixÊtheÊmountingÊtubesÊinÊtheÊan-
chors.

3. ApplyÊ1-componentÊpolyurethaneÊadhesiveÊcementÊto
theÊmountingÊtubes.

4. SlipÊtheÊElephant/RhinoÊoverÊtheÊmountingÊtubes;Êadhe-
siveÊcementÊwillÊdryÊovernight.

5.ToÊremoveÊtheÊunitÊinÊwintertime,ÊfirstÊloosenÊtheÊfixing
screws,ÊpullÊtheÊanimalÊoutÊofÊtheÊbaseÊanchorsÊtogether
withÊtheÊmountingÊtubes.ÊUseÊtheÊprotectiveÊcapÊtoÊkeep
waterÊoutÊofÊtheÊbaseÊanchorÊinÊwinter.

2 OutdoorÊinstallation

2

1

Elephant/Rhino

! ToÊ avoidÊ colour
variationsÊdueÊtoÊdif-
ferencesÊ inÊ sunlight
exposure,Ê leaveÊ the
UVÊ protectionÊ film
onÊ theÊ productsÊ as
suppliedÊ untilÊ just
priorÊtoÊinstallation.
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InstallationÊInstructionsÊEUROFLEX¨ÊStepÊBlocks

1.ÊTheÊsubstructureÊmustÊbeÊfrost-stableÊandÊlevel.ÊTheÊstep

blocksÊ canÊ beÊ installedÊ directlyÊ overÊ firmlyÊ compacted,
stable-bearingÊ substructures.Ê TheÊ bestÊ substructureÊ isÊ a
level,Êsmooth-surfacedÊstripÊfoundation.

2.ÊEUROFLEX¨ÊStepÊBlocksÊcanÊalsoÊbeÊ installedÊ inÊaÊpre-
paredÊfreshÊconcreteÊbedÊ(gradeÊBÊ15)ÊwithÊaÊstable-bea-
ringÊcompactedÊsubstructure.

3.ÊIfÊ theÊ substructureÊ isÊ anÊ existingÊ pavedÊ surfaceÊ (e.g.
concreteÊorÊasphalt),ÊlevelÊoffÊanyÊunevenÊspotsÊ(e.g.Êusing
levellingÊmortar).ÊÊTheÊstepÊblocksÊmustÊbeÊgluedÊtogether
withÊadjacentÊblocksÊand/orÊwithÊtheÊsubstructure.

4.ÊTakeÊcareÊtoÊprovideÊsufficientÊslopeÊorÊwaterÊpermeabi-
lityÊofÊtheÊsubstructureÊtoÊensureÊwaterÊdrainage.ÊIfÊtheÊsub-
structureÊisÊnotÊwater-permeable,ÊprovideÊdrainÊsystem.

1 Substructure

VersionÊ 1:ÊInstallationÊ onÊ existingÊ concreteÊ surface.

SecurelyÊglueÊblocksÊontoÊtheÊclean,ÊdryÊandÊlevelÊsurface
usingÊ1-componentÊPUÊadhesiveÊcement.ÊAlternativelyÊthe
blocksÊ canÊ beÊ securedÊ byÊ screws.Ê GlueÊ seamsÊ together
usingÊ adhesiveÊ cement,Ê fillingÊ gapsÊ betweenÊ blocksÊas
necessary.ÊBlocksÊcanÊbeÊcutÊtoÊnon-standardÊsizesÊusingÊa
chainÊsawÊorÊhacksaw.

VersionÊ2:ÊInstallationÊonÊfreshÊconcreteÊsurfaceÊ(gradeÊB
15).ÊScrewÊseveralÊscrewsÊ(10ÊxÊ200ÊmmÊgalvanizedÊhexa-
gonal-headÊscrews)ÊpartÊwayÊ(atÊleastÊ7ÊcmÊdeep)ÊintoÊeach
block,Ê allowingÊ theirÊ headsÊ toÊ protrude.Ê InstallÊ blocksÊ by
insertingÊtheÊscrewÊheadsÊandÊblockÊintoÊtheÊfreshÊconcrete
(glueingÊtoÊtheÊconcreteÊisÊnotÊrequired).ÊCementÊseamsÊto-
getherÊusingÊadhesiveÊcement,ÊfillingÊgapsÊbetweenÊblock
asÊnecessary.

2 InstallationÊofÊStepÊBlocks

SeeÊglueingÊinstructionsÊforÊEUROFLEX¨ÊImpactÊProtection
SlabsÊ&ÊSportsÊPavementÊSlabsÊgivenÊonÊpageÊ41.

3 GlueingÊInstructions

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

StepÊBlocksInstallationÊInstructions

InstallationÊInstructions StepÊBlocks
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LawnÊEdging/RubberÊPalisades

TheÊsubstructureÊmustÊbeÊfrost-stableÊandÊlevel.

1 Substructure

InstallÊEUROFLEX¨ÊRubberÊPalisadeÊelementsÊbyÊinserting
theirÊ steelÊ anchorsÊ intoÊ aÊ preparedÊ freshÊ concreteÊbed
(gradeÊBÊ15)ÊlocatedÊoverÊaÊstable-bearingÊsubstructure.

2 Installation

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

InstallationÊInstructionsÊ
EUROFLEX¨ÊLawnÊEdging

TheÊsubstructureÊmustÊbeÊfrost-stableÊandÊlevel.ÊInsertÊlawn

edgingÊ inÊ preparedÊ freshÊ concreteÊ bedÊ (gradeÊ BÊ 15),
formingÊconcreteÊtoÊaÊslopeÊ10ÊcmÊhighÊonÊbothÊsidesÊof
theÊedgingÊelements.ÊBeÊcertainÊtheÊanchoringÊgroovesÊare
embeddedÊinÊtheÊconcrete.TheÊsubstructureÊmustÊbeÊfrost-
stableÊandÊlevel.ÊInsertÊlawnÊedgingÊinÊpreparedÊfreshÊcon-
creteÊbedÊ(gradeÊBÊ15),ÊformingÊconcreteÊtoÊaÊslopeÊ10Êcm
highÊonÊbothÊsidesÊofÊtheÊedgingÊelements.ÊBeÊcertainÊthe
anchoringÊgroovesÊareÊembeddedÊinÊtheÊconcrete.

1 Substructure

ApplyÊ1-componentÊPUÊadhesiveÊcementÊonÊmatingÊsur-
facesÊofÊelementsÊtoÊbeÊconnected.ÊJoinÊtheÊelementsÊusing
theÊ connectorÊ pinsÊ supplied.Ê InstallationÊ isÊ possibleÊ in
curvedÊconfigurationsÊifÊdesired.

2 Installation

SeeÊglueingÊinstructionsÊforÊEUROFLEX¨ÊImpactÊProtection
SlabsÊ&ÊSportsÊPavementÊSlabsÊgivenÊonÊpageÊ41.

3 GlueingÊInstructions

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

RubberÊPalisade
Dimensions:Ê400ÊxÊ250/200Êmm

verlegeanleitung_engfeb07.qxd  25.04.2007  13:32 Uhr  Seite 51



1.ÊPriorÊ toÊ installationÊ ofÊ EUROFLEX¨Ê EdgeÊ andÊ Corner

Slabs,Ê checkÊ andÊ ensureÊ thatÊ theÊ substructureÊ isÊ stable-
bearing,ÊremoveÊanyÊlooseÊorÊforeignÊmaterialÊandÊlevelÊoff
unevenÊspotsÊ(e.g.ÊwithÊlevellingÊmortar).ÊTheÊsubstructure
mustÊbeÊcleanÊandÊdry.
2.ÊBeforeÊinstallation,ÊapplyÊaÊsuitableÊprimerÊcoatÊ(e.g.ÊSika
PrimerÊ2,ÊavailableÊfromÊSika-Chemie,ÊStuttgart/Germany)
toÊ theÊ substructureÊ asÊ necessaryÊ toÊ stabilizeÊ absorption
andÊenhanceÊadhesiveÊbonding.

1 Substructure

1.ÊSecurelyÊglueÊEUROFLEX¨ÊEdgeÊandÊCornerÊSlabsÊonto

theÊsubstructureÊandÊtheÊfirstÊrowÊofÊtheÊtilesÊwithÊdabsÊof
1-componentÊPUÊadhesiveÊcement.
2.ÊGlueÊtheÊjointsÊbetweenÊtheÊslabsÊwithÊadhesiveÊcement.
TheÊslabsÊareÊeasyÊtoÊcutÊtoÊnon-standardÊsizesÊusingÊaÊlow-
speedÊsabreÊsawÊ(bladeÊforÊwoodÊ/Êmedium-sizedÊteeth)Êor
aÊcarpetÊknifeÊinÊconjunctionÊwithÊaÊsteelÊstraightedge.

2 Installation

SeeÊglueingÊinstructionsÊforÊEUROFLEX¨ÊImpactÊProtection
SlabsÊ&ÊSportsÊPavementÊSlabsÊgivenÊonÊpageÊ41.

3 GlueingÊInstructions

InstallationÊInstructionsÊEUROFLEX¨ÊEdgeÊandÊCornerÊSlabs

52

EdgeÊandÊCornerÊSlabsInstallationÊInstructions

InstallationÊInstructions EdgeÊandÊCornerÊSlabs

! ToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.
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1.ÊPriorÊtoÊinstallation,ÊcheckÊandÊensureÊthatÊtheÊexisting

concrete,Ê tileÊ orÊ woodÊ substructureÊ isÊ stable-bearing,
removeÊanyÊlooseÊorÊforeignÊmaterialÊandÊlevelÊoffÊuneven
spotsÊ(e.g.ÊwithÊlevellingÊmortar).ÊTheÊsubstructureÊmustÊbe
cleanÊandÊdry.
2.ÊBeforeÊinstallation,ÊapplyÊaÊsuitableÊprimerÊcoatÊ(e.g.ÊSika
PrimerÊ2,ÊavailableÊfromÊSika-Chemie,ÊStuttgart/Germany)
toÊ theÊ substructureÊ asÊ necessaryÊ toÊ stabilizeÊ absorption
andÊenhanceÊadhesiveÊbonding.

1 SubstructureÊforÊEdgeÊProtectors

1.ÊUsingÊ 1-componentÊ polyurethaneÊ adhesiveÊ cement,
securelyÊglueÊedgeÊprotectorÊelementsÊontoÊtheÊclean,Êdry

andÊsmoothÊexistingÊconcreteÊsubstructure.ÊGlueÊadjacent
elementsÊtogether,ÊfillingÊgapsÊbetweenÊthemÊasÊnecessary.
2.ÊToÊcutÊelementsÊtoÊnon-standardÊsizesÊorÊmitreÊjoints,Êuse
aÊ low-speedÊ sabreÊ sawÊ (bladeÊ forÊ woodÊ /Ê medium-sized
teeth)ÊorÊaÊcarpetÊknifeÊinÊconjunctionÊwithÊaÊsteelÊstraight-
edge.Ê BeÊ sureÊ toÊ supportÊ theÊ EUROFLEX¨Ê EdgeÊ Protector
elementsÊwithÊsufficientÊelevationÊonÊbothÊsidesÊofÊtheÊcut.
3.ÊWhenÊchoosingÊlengthÊofÊsectionsÊusedÊatÊcornerÊjoints,
keepÊ inÊmindÊthatÊmitreÊcutsÊreduceÊ lengthÊonÊtheÊ inner
perimeterÊofÊtheÊsection.

2 InstallationÊofÊEdgeÊProtectors

1.ÊPriorÊ toÊ installationÊ ofÊ EUROFLEX¨Ê PerimeterÊ Panels,

checkÊandÊensureÊthatÊtheÊexistingÊconcrete,ÊtileÊorÊwood
substructureÊisÊstable-bearing,ÊremoveÊanyÊlooseÊorÊforeign
materialÊ andÊ levelÊ offÊ unevenÊ spotsÊ (e.g.Ê withÊ levelling
mortar).ÊTheÊsubstructureÊmustÊbeÊcleanÊandÊdry.
2.ÊBeforeÊinstallationÊofÊEUROFLEX¨ÊPerimeterÊPanels,Êapply
aÊ suitableÊ primerÊ coatÊ (e.g.Ê SikaÊ PrimerÊ 2,Ê availableÊ from
Sika-Chemie,Ê Stuttgart/Germany)Ê toÊ theÊ substructureÊ as
necessaryÊ toÊ stabilizeÊ absorptionÊ andÊ enhanceÊ adhesive
bonding.

1 SubstructureÊforÊPerimeterÊPanels

1.ÊUsingÊ 1-componentÊ polyurethaneÊ adhesiveÊ cement,
securelyÊglueÊEUROFLEX¨ÊPerimeterÊPanelsÊontoÊtheÊclean,
dryÊandÊsmoothÊexistingÊconcreteÊsubstructure.ÊGlueÊadja-
centÊ panelsÊ together,Ê fillingÊ gapsÊ betweenÊ themÊ asÊne-
cessary.
2.ÊToÊcutÊpanelsÊtoÊnon-standardÊsizesÊorÊmitreÊjoints,ÊuseÊa
low-speedÊ sabreÊ sawÊ (bladeÊ forÊ woodÊ /Ê medium-sized
teeth)ÊorÊaÊcarpetÊknifeÊinÊconjunctionÊwithÊaÊsteelÊstraight-
edge.ÊBeÊsureÊtoÊsupportÊtheÊpanelsÊwithÊsufficientÊeleva-
tionÊonÊbothÊsidesÊofÊtheÊcut.

3.ÊWhenÊchoosingÊlengthÊofÊsectionsÊusedÊatÊcornerÊjoints,
keepÊinÊmindÊthatÊmitreÊcutsÊreduceÊlengthÊonÊtheÊinnerÊpe-
rimeterÊofÊtheÊsection.

2 InstallationÊofÊPerimeterÊPanels

InstallationÊInstructions
EUROFLEX¨ÊEdgeÊProtectors

53EdgeÊProtectorsÊandÊPerimeterÊPanels

EdgeÊProtectorsÊandÊPerimeterÊPanels

InstallationÊInstructions
EUROFLEX¨ PerimeterÊPanels

!ÊÊÊToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

!ÊÊÊToÊavoidÊcolourÊvariationsÊdueÊtoÊdifferencesÊinÊsunlight
exposure,ÊleaveÊtheÊUVÊprotectionÊfilmÊonÊtheÊproductsÊas
suppliedÊuntilÊjustÊpriorÊtoÊinstallation.

SeeÊglueingÊinstructionsÊforÊEUROFLEX¨ÊImpactÊProtection
SlabsÊ&ÊSportsÊPavementÊSlabsÊgivenÊonÊpageÊ41.ÊPlease
note:ÊIncreasedÊusageÊofÊadhesiveÊcementÊisÊrequired.

3 GlueingÊInstructionsÊ
(EdgeÊProtectorsÊandÊPerimeterÊPanels)
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